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Quartz Floodlights
Ideal for: Building Facades, Signs, Sports Fields and Emergency and Temporary Floodlighting

Part Number	 Wattage	 Lamp	 Voltage	 Finish	 Lens

FL150Q	 150W	 Quartz Halogen	 120V	 Bronze	 Glass
FL300Q	 300W	 Quartz Halogen	 120V	 Bronze	 Glass
FL500Q	 500W	 Quartz Halogen	 120V	 Bronze	 Glass

Canopy Lights
Ideal for: Parking Areas, Entrances, Walkways, Underpasses, Loading Docks and Recreation Areas

Part Number	 Wattage	 Lamp	 Voltage	 Finish	 Lens

			   120/208/240/277V 
CP150HPS	 150W	 High Pressure Sodium	 Quad Tap	 Bronze	 Polycarbonate
			   120/208/240/277V 
CP150MH	 150W	 High Pressure Sodium	 Quad Tap*	 Bronze	 Polycarbonate

*NOTE: Fixture is available as 120, 277, 347V Trip Tap Ballast fixtures. Add a “T” suffix to the appropriate part number.

Wall Fixture with Photocell
Ideal for: Parking Areas, Entrances, Walkways, Underpasses, Loading Docks and Recreation Areas

Part Number	 Wattage	 Lamp	 Voltage	 Finish	 Lens

WL070HPSPC	 70W	 High Pressure Sodium	 120V	 Bronze	 Polycarbonate

• UL listed for wet locations
• High-impact polycarbonate lens and housing
• Aluminum baseplate with conduit access

• Corrosion-resistant hardware
• �120 Volt installed photocell included
• Multi-tap ballast: 120 Volt fixture

• UL and CUL listed for wet locations
• Die-cast aluminum construction
• Tempered door glass
• Hinged front door

• 1/2” threaded swivel mount
• Dark bronze finish
• 120 Volt fixture

• UL listed for wet locations
• Heavy duty die-cast aluminum powder coating 		
	 construction
• High impact polycarbonate lens
• Corrosion-resistant hardware

• �1/2” tapped holes available for installing photocell 
(photocell optional)

• multi tap ballast: 120/208/240/277 Volts
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High Intensity Discharge (HID) Lighting
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High Intensity Discharge (HID) Lighting

Motion Detection Lights
Ideal for: Entries, Patios, Porches, Garages and Out Buildings

Part Number	 Wattage	 Description	 Voltage	 Finish	 Lamp Included

FL150QMSW	 150W	 Dual Sensor Motion Detection Security Light	 120V	 White	 Yes

Ideal for: Buildings, Backyards, Parks, Signs and Sports Fields

Part Number	 Wattage	 Description	 Voltage	 Finish	 Lamp Included

FL300MSW	 300W	 Motion Detection Security Light	 120V	 White	 No

Ideal for: Lighting, Alarms, Video Cameras, Fans and Electrical Appliances

Part Number	 Wattage	 Description	 Voltage	 Finish	 Lamp Included

HLMSW	 300W	 Motion Detection Security Switch	 ?	 White	 N/A

Vapor Tight Fixtures
Ideal for: Use in severe service areas where extreme conditions prevail; Subways, Construction Sites, Bridges, 
Tunnels, Freezers, Waste Water & Sewage Treatment Plants 

		  	 	 Glass	 Cast	
Part Number	 Wattage	 Lamp	 Voltage	 Globe	 Guard

VPXG-11-CGI	 100W	 Not included	 120	 Yes	 Yes
VPKG-11-CGI	 100W	 Not included	 120	 Yes	 Yes
VWG-01-CGI	 100W	 Not included	 120	 Yes	 Yes

• UL and CUL listed for wet locations
• Distortion free lens
• Built in surge protection
• Manual override

• 150 W halogen max (bulb included)
• Voltage –– 120V/60Hz
• Wall mount
• Adjustable “ON” time

• UL and CUL listed for wet locations
• Distortion free lens with two detection planes
• Built in surge protection
• Manual override

• Voltage –– 120V/60Hz
• Wall mount and soffit/eave mount applications
• Adjustable “ON” time

• UL and CUL listed for wet locations
• Distortion free lens with two detection planes
• Built in surge protection
• Manual override

• Voltage –– 120V/60Hz
• Wall mount and soffit/eave mount applications
• Adjustable “ON” time
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• Rugged, seamless, die-cast construction prevents  
	 moisture to enter
• Powder coat finish for maximum durability

• Industrial grade, fully enclosed and gasketed
• Heat resistant glass globes
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