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lanlan

1: blueTooTh TeChnoloGY

Data transfer from a smartphone, tablet or PC to the 
talento smart DIN-rail timer or between the various 
talento smart components.

2+3: lan neTwork, iP-baSeD

Flexible configuration options in IPv4 networks. Supports dynamic DNS for accessing distant installation locations.

The individual members of the talento smart product line rely on different communication 
technologies for data transfer:

ClouD

S25 Celan
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4: lan neTzwork,  ioT-baSeD

Innovative, cloud-supported commissioning without detailed knowledge of the LAN network configurations. 
Highly secure communication between user and the talento smart system. 

talento smart: Communication channels
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One-module-wide time switch: talento smart B10 mini

talento smart
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TeChniCal innovaTionS

Despite its simple design, the talento smart B10 mini has a large number of useful functions. Developed specifically 
for the requirements of installers, it is equipped with a variety of technological innovations such as the WILDCARD 
function for simple programming of recurring events or the QUICK COPY function for a quick transfer of existing 
programs. Moreover it offers space for date-independent and date-dependent programs, with a total capacity 
of 100 memory slots.

WILD
CARD
WILD
CARD

The talento smart B10 mini can perform all the tasks required of a classic DIN-rail 
timer with the added advantage of a space-saving design. The one-module-wide 
DIN-rail timer dispenses with a display and it can only be programmed via app. 
All programs can be created easily and clearly on a smartphone, tablet or PC, and 
then be transferred quickly and wirelessly to the timer via a Bluetooth interface.

CombinaTion oPTionS

Programmes can be created with 
or without dates. Weekdays can be 
combined and grouped together 
individually.

STaTuS

LEDs on the front indicate the status 
of the timer. 

SPaCe-SavinG DeSiGn 

Can perform all the tasks required of 
a classic DIN-rail timer with the added 
benefit of a slim design.

Power reServe

The timer has a power reserve of 72 
hours, which can be charged at any 
time.
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talento smart
CLASSIC

talento smart
BASIC

talento smart

talento smart: Always a good choice

The talento smart product family features three series which differ in functionality. 
A consistent operating philosophy across all models enables users to work quickly 
and easily and thereby significantly cut the time spent on projects. 

The talento smart system is continuously being advanced and complemented by 
additional models and modules.

Extended functionality for 
more complex tasks

Cost-efficient solution for 
standard tasks

talento smart B15 talento smart B25 talento smart C15 talento smart C25

Product-No. 43.02.0001.1 43.02.0002.1 43.03.0001.1 43.03.0002.1 43.03.0003.1
EAN Code 4010940044718 4010940044725 4010940044749 4010940044756 4010940044787

Functions
ON
OFF
Pulse
Cycle
Astro
Random ON/OFF

Programs

with date 1 2 50 50 50
without date 10 10 50 50 50

Memory spaces 100 100 500 500 500
Channels 1 2 1 2 2
Current output Changeover, potential-free, 

opening width < 3 mm,
phase-independent  

(zero crossing)

Changeover, potential-free, 
opening width < 3 mm,

phase-independent  
(zero crossing)

Changeover, potential-free, 
opening width < 3 mm,

phase-independent  
(zero crossing)

Changeover, potential-free, 
opening width < 3 mm,

phase-independent  
(zero crossing)

Changeover, potential-free  
and switch contact,

opening width < 3 mm, 
phase-independent

Supply voltage AC 110-230 V 
± 10 % 50-60 Hz

AC 110-230 V 
± 10 % 50-60 Hz

AC 110-230 V 
± 10 % 50-60 Hz

AC 110-230 V 
± 10 % 50-60 Hz

AC/DC 12/24 V 
± 10 % 50-60 Hz
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TeChniCal DaTa

Elektrische Daten

Current capacity - ohmic load 16 A / 250 V AC
Current capacity - inductive load cos.phi 0.6 10 A / 250 V AC
Load incandescent / halogen lamp 2.600 VA
Load fluorescent lamps 730 VA (serial compensated)

1.000 VA (Duo-switch) 
1.000 VA (non-compensated)
1.000 VA (serial compensated)

Load compact fluorescent lamp 14 x 23 W, 16 x 20 W, 16 x 15 W, 18 x 11 W, 22 x 7 W
Load LED-lamps  < 2 W 100 W
Load LED-lamps  ≥ 2 W 600 W
Load sodium-vapour lamp - non-compensated 1 x 400 W,  2 x 250 W
Load sodium-vapour lamp - serial compensated 1 x 250 W (32 µF),  1 x 400 W (45 µF),  2 x 150 W (20 µF)
Load mercury-vapour lamp - serial compensated 1 x 400 W (25 µF),  1 x 700 W (40 µF),  2 x 250 W (18 µF),  

4 x 125 W (10 µF),  6 x 50 W (7 µF)
Load mercury-vapour lamp - non-compensated 1 x 700 W,  2 x 250 W,  4 x 125 W
Current capacity - DC 300 mA / 60 V DC

800 mA / 24 V DC
Power consumption < 1 VA (Standby-mode)
Accuracy ± 0,3 seconds/day @ 20° C
Power reserve 8 years, programs saved in EEPROM

Power connection

Device Screw terminal with wire protection max. 2,5 mm2 
captive screw terminals 

Communication method

Radio signal Bluetooth 4.0

Operating specifications

Handschalter Automatic mode, Fix ON/OFF, Override
Tempering protection PIN-code, sealable
Programming Time switch, PC, mobile devices
Meters Hours counter with maintenance mode

Display and format

Display illumination White
Time format 12h (AM/PM), 24h (factory pre-set)
Summer/winter time adjustment automatic, date-based, can be deactivated
Status indicator Switch position display

Environmental conditions

Temperature (operation) -20° C ... +55° C

General specifications

Number of modules 2
Weight 180 g / 200 g
Material Thermoplastics, self-extinguishing & high-temperature resistant
Mounting DIN rail
Languages CS, DA, DE, EN, ES, FI, FR, HU, IT, NL, NO, PL, PT, SV
 

Compliance with standards

Protection type IP20
Protection class II, according to corresponding mounting
Approval mark CE, FCC, VDE

Technical Data 
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talento smart
SYSTEM 

talento smart

Trouble-free expansion: talento smart S25
The system version talento smart S25 enables specialists to create an 
overall system with up to 8 channels, when combined with the talento 
smart CE2 expansion modules.

Channel extension for setting up a 
system with up to 8 channels

System version with 
maximum functionality 

talento smart S25 talento smart CE2

Product-No. 43.04.0001.1 43.04.0004.1*
EAN Code 4010940044763 4010940045463

Functions
ON *
OFF *
Pulse *
Cycle *
Astro *
Random ON/OFF *

Programs

with date 80
without date 80

Memory spaces 800
Channels 2 2
Current output Changeover, potential-free, opening width < 3 mm,

phase-independent (zero crossing)
Changeover, potential-free, opening width < 3 mm,

phase-independent (zero crossing)
Supply voltage AC 110-230 V 

± 10 % 50-60 Hz
AC 110-230 V 

± 10 % 50-60 Hz

* only in connection with talento smart S25

talento smart
CHANNEL EXTENSION
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Electrical data

Current capacity - ohmic load 16 A / 250 V AC
Current capacity - inductive load cos.phi 0.6 10 A / 250 V AC
Load incandescent / halogen lamp 2.600 VA
Load fluorescent lamps 730 VA (serial compensated)

1.000 VA (Duo-switch) 
1.000 VA (non-compensated)
1.000 VA (serial compensated)

Load compact fluorescent lamp 14 x 23 W, 16 x 20 W, 16 x 15 W, 18 x 11 W, 22 x 7 W
Load LED-lamps  < 2 W 100 W
Load LED-lamps  ≥ 2 W 600 W
Load sodium-vapour lamp - non-compensated 1 x 400 W,  2 x 250 W
Load sodium-vapour lamp - serial compensated 1 x 250 W (32 µF),  1 x 400 W (45 µF),  2 x 150 W (20 µF)
Load mercury-vapour lamp - serial compensated 1 x 400 W (25 µF),  1 x 700 W (40 µF),  2 x 250 W (18 µF),  

4 x 125 W (10 µF),  6 x 50 W (7 µF)
Load mercury-vapour lamp - non-compensated 1 x 700 W,  2 x 250 W,  4 x 125 W
Current capacity - DC 300 mA / 60 V DC

800 mA / 24 V DC
Power consumption < 1 VA (Standby-mode)
Accuracy ± 0,3 seconds/day @ 20° C
Power reserve talento smart S25: 8 years, programs saved in EEPROM 

talento smart CE2: none

Power connection

Device Screw terminal with wire protection max. 4 mm2 
captive screw terminals 

Communication method

Radio signal Bluetooth 4.0

Operating specifications

Manual switch Automatic mode, Fix ON/OFF, Override
Channels 2
Tempering protection talento smart S25: PIN-code, sealable 

talento smart CE2: only in connection with talento smart S25
Programming talento smart S25: Time switch, PC, mobile devices 

talento smart CE2:  talento smart S25
Meters Hours counter with maintenance mode

Display and format

Display illumination White
Time format talento smart S25: 12h (AM/PM), 24h (factory pre-set)

talento smart CE2: only in connection with talento smart S25
Status indicator Switch position display

Environmental conditions

Temperature (operation) -20° C ... +55° C

General specifications

Number of modules 2
Weight 200 g
Material Thermoplastics, self-extinguishing & high-temperature resistant
Mounting DIN rail
Languages CS, DA, DE, EN, ES, FI, FR, HU, IT, NL, NO, PL, PT, SV
 

Compliance with standards

Protection type IP20
Protection class II, according to corresponding mounting
Approval mark CE, FCC, VDE

Technical Data 

TeChniCal DaTa



22

talento smart

Rapid and easy data transmision via LAN network
The LAN module talento smart LAN enables remote access to 
talento smart S25, in ordert o transfer or export programmes 
and thus to easily manage large applications.

LAN module as gateway for remote 
access to talento smart S25

talento smart 
LAN-MODULE

Single-module-wide timer 
for standard requirements

talento smart
B10 mini

talento smart LAN talento smart B10 mini

Product-No. 43.04.0006.1 43.02.0005.1
EAN Code 4010940045746 4010940045890

Funktions
ON/OFF

Programs

with date  1
without date 10

Memory spaces 800 100
Channels 1
Current output Changeover, potential-free, opening width < 3 mm,

phase-independent (zero crossing)
Supply voltage AC 230 V ± 10% 50-60 Hz AC 110-230 V ± 10 % 50-60 Hz
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Technical Data 

Electrical data

Current capacity - ohmic load 16 A / 250 V AC
Current capacity - inductive load cos.phi 0.6 10 A / 250 V AC
Load incandescent / halogen lamp 2.600 VA
Load fluorescent lamps 730 VA (serial compensated), 1.000 VA (Duo-switch)1.000 

VA (non-compensated), 1.000 VA (serial compensated)
Load compact fluorescent lamp 14 x 23 W, 16 x 15 W, 16 x 20 W, 18 x 11 W, 22 x 7 W
Load LED-lamps  < 2 W Max. 100 W
Load LED-lamps  ≥ 2 W Max. 360 W
Load sodium-vapour lamp - non-compensated 1 x 400 W,  2 x 250 W
Load sodium-vapour lamp - serial compensated 1 x 250 W (32 µF),  1 x 400 W (45 µF),  

2 x 150 W (20 µF)
Load mercury-vapour lamp - serial compensated 1 x 400 W (25 µF),  1 x 700 W (40 µF),  2 x 250 W (18 µF), 

4 x 125 W (10 µF),  6 x 50 W (7 µF)
Load mercury-vapour lamp - non-compensated 1 x 700 W,  2 x 250 W,  4 x 125 W
Current capacity - DC 300 mA / 60 V DC,  800 mA / 24 V DC
Power consumption 4W < 1 VA (Standby-mode)
Power reserve 72 h, programs saved in EEPROM

Power connection

Device Screw terminal with wire protection max. 2,5 mm2 
captive screw terminals 

Screw terminal with wire protection max. 2,5 mm2 
captive screw terminals

Network connection (Ethernet) RJ45

Communication method

Radio signal Bluetooth 4.0 Bluetooth 4.0

Protocols HTTP, HTTPS, TCP/IP, DHCP, UDP, SNTP, MQTT, ICMP

Operating specifications

Manual switch Automatic mode, Fix ON/OFF, Override
Manipulationsschutz über App PIN-code, sealable PIN-code, sealable
Programming Gateway Time switch, PC, mobiles
Memorie spaces 100
Meters for App Hours counter with maintenance mode via App

Display and format

Summer/winter time adjustment via app Automatic, date-based, can be deactivated
Status indicator Switch position display Switch position display 2 LEDs
Display illumination White

Environmental conditions

Temperature (operation) -20° C ... +55° C -20° C ... +55° C

General specifications

Number of modules 2 1
Weight 180 g / 200 g 100 g

Material
Thermoplastics, self-extinguishing & high-temperature 
resistant

Thermoplastics, self-extinguishing & high-temperature 
resistant

Mounting DIN rail DIN rail
Languages CS, DA, DE, EN, ES, FI, FR, HU, IT, NL, NO, PL, PT, SV

Compliance with standards

Protection type IP20 IP20
Protection class II, according to corresponding mounting II, according to corresponding mounting
Approval mark CE CE, FCC

talento smart LAN talento smart B10 mini

TeChniCal DaTa
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Grässlin GmbH 
Bundesstraße 36 

78112 St. Georgen
Germany

+49 (0) 7724/933-0 
+49 (0) 7724/933-500
+49 (0) 7724/933-240

www.graesslin.de
info@graesslin.de


